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2" LETTERS ARE 5/8" WIDE.
1 1/2" LETTERS ARE 1/2" WIDE.
3/4" LETTERS ARE 1/8" WIDE.
ALL LETTERS ARE RED WITH A WHITE BACKGROUND.

THE SIGNS ARE TO BE MOUNTED ON 1 3/4" OR 2" SQUARE TUBING AND MOUNTED PER TOG
STANDARD DETAIL 79. SIGN SHALL BE PLACED PARALLEL TO THE ROAD.

THE BOTTOM OF THE SIGN IS TO BE 7' ABOVE GRADE.  THESE SIGNS ARE NOT SUPPLIED BY THE
TOWN OF GILBERT.

DETAIL #1 DETAIL #2 DETAIL #3
12"

18"

2"

1 1/2"

3/4"

NOTES:

FIRE LANE NO PARKING SIGNS SHALL BE INSTALLED AS FOLLOWS:

- ONE AT THE BEGINNING OF THE RESTRICTION AND ONE AT THE END OF THE RESTRICTION, WITH ARROWS POINTING IN THE DIRECTION OF THE FIRE LANE RESTRICTION. (SEE DETAILS #1 & 2).

- ONE SPACED EVENLY A MAXIMUM OF EVERY ONE HUNDRED (100) FEET WITHIN THE RESTRICTED AREA (DETAIL #3). SOME AREAS MAY REQUIRE REDUCED SIGN SPACING AT THE DISCRETION
OF THE FIRE CODE OFFICIAL. IN CURVED CURBS/ZONES AND AREAS THAT PRESENT VISUAL OBSTACLES, SIGNS NEED TO BE VISIBLE FROM ANY POINT ALONG THE RESTRICTION.
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THE FOLLOWING NOTES SHALL BE INCLUDED ON ALL TRAFFIC SIGNAL PLANS SUBMITTED TO 
THE TOWN OF GILBERT:

1. ALL MATERIALS AND INSTALLATION SHALL CONFORM TO THE TOWN OF GILBERT (TOG) 
STANDARDS AND DETAILS, THE 2008 ARIZONA DEPARTMENT OF TRANSPORTATION 
(ADOT) "STANDARD SPECIFICATIONS FOR ROAD AND BRIDGE CONSTRUCTION", THE 2010 
ADOT "TRAFFIC SIGNALS & LIGHTING STANDARD DRAWINGS", THE 2009 MANUAL ON 
UNIFORM TRAFFIC CONTROL DEVICES (MUTCD), THE CURRENT MAG SPECIFICATIONS 
AND DETAILS, THE SPECIAL PROVISIONS, AND THESE PLANS.

2. THE UTILITIES DEPICTED HEREON ARE BASED UPON THE BEST AVAILABLE INFORMATION 
AT THE TIME OF THE FIELD SURVEY. THE CONTRACTOR SHALL CONTACT BLUE STAKE 
AT (602) 263-1100 A MINIMUM OF 48 HOURS PRIOR TO ANY CONSTRUCTION AND 
FIELD-VERIFY EXACT LOCATIONS OF ALL UTILITIES. IF DISCREPANCIES EXIST, 
CONTRACTOR SHALL NOTIFY ENGINEER IMMEDIATELY. SEE COVER SHEET FOR UTILITY 
CONTACTS.

3. PRIOR TO CONSTRUCTION, THE CONTRACTOR SHALL POTHOLE FOR UTILITIES. PRIOR 
TO INSTALLATION OF CONDUIT, THE CONTRACTOR SHALL POTHOLE FOR UTILITIES 
WHERE CONDUIT INSTALLATION SHALL CROSS EXISTING FACILITIES.

4. THE CONTRACTOR SHALL MAINTAIN AT LEAST 2 FT. CLEARANCE FROM RWCD UTILITY 
LINES, 4 FT. FROM DRAINAGE "V" DITCHES, AND AT LEAST 1 FT. CLEARANCE FROM ALL 
OTHER UTILITIES.

5. THE CONTRACTOR SHALL REPLACE ALL LANDSCAPING AND IRRIGATION FACILITIES 
THAT MAY BE DISTURBED OR DAMAGED DURING TRAFFIC SIGNAL CONSTRUCTION AT 
HIS OWN EXPENSE.  CONTACT THE TOWN OF GILBERT STREET DEPARTMENT AT (480) 
503-6400 FOR INFORMATION ON LOCATIONS OF IRRIGATION EQUIPMENT.

6. TOPS OF POLE FOUNDATIONS SHALL BE AT SAME ELEVATION AS THAT OF ADJACENT 
SIDEWALK OR FLUSH WITH THE SIDEWALK. CONCRETE POLE APRONS SHALL BE 
INSTALLED AROUND POLE BASES PER TOWN OF GILBERT (TOG) DETAIL 103. IF NO 
SIDEWALK IS PRESENT, THE ELEVATIONS SHALL MATCH TOP OF ADJACENT CURB.

7. APPROXIMATE STATION AND OFFSET ARE SHOWN IN THE PULL BOX SCHEDULE. THE 
CONTRACTOR SHALL CONTACT TOG TRAFFIC OPERATIONS AT (480) 503-6910 TO 
COORDINATE LOCATION OF THE TRAFFIC SIGNAL PULL BOXES.

8. WHERE THE EXISTING PULL BOX IS TO BE REMOVED AND REPLACED WITH A NEW PULL 
BOX OR SPLICE VAULT, THE CONTRACTOR SHALL ADJUST THE EXISTING CONDUIT 
SWEEPS TO ENTER THE NEW PULL BOX OR SPLICE VAULT INSTALLATION PER TOG 
STANDARD DETAILS 94, 95 AND 102.

9. THE TOWN OF GILBERT WILL SUPPLY A COMPLETE CONTROLLER & CABINET ASSEMBLY, 
SIGNAL POLES, SIGNAL & LUMINAIRE MAST ARMS, LED SIGNAL & PEDESTRIAN HEADS, 
ADA PEDESTRIAN PUSH BUTTONS AND ANCHOR BOLTS. CONTRACTOR SHALL SUPPLY 
LUMINAIRE HEADS, PRE-EMPTION EQUIPMENT, WIRE AND METER PEDESTAL AS WELL AS 
ALL OTHER EQUIPMENT, MATERIALS AND LABOR REQUIRED BY THE PROJECT.

10. THE CONTRACTOR SHALL PROVIDE AND INSTALL LUMINAIRES. LUMINAIRES SHALL BE GE 
M250A2 POWER/DOOR WITH 250 WATT LAMPS OR APPROVED EQUAL. ALL LUMINAIRES 
WILL HAVE SHORTING CAPS INSTALLED.

11. INTERNALLY ILLUMINATED STREET NAME SIGNS (I.S.N.S.) SHALL BE PROVIDED AND 
INSTALLED BY THE CONTRACTOR. INDIVIDUAL INLINE FUSE HOLDER, PART NUMBERS 
WPBI - (RUBBER BOOT) AND HEB - (AA BUSS FUSE HOLDERS) SHALL BE INSTALLED FOR 
BOTH I.S.N.S. AND LUMINAIRES IN THE PULL BOX AT THE BASE OF EACH POLE.

12. THE CONTRACTOR SHALL PAINT POLES, MAST ARMS, AND LUMINAIRES  BROWN PER 
THE CURRENT TOG STANDARD DETAILS AND SPECIFICATIONS (TNEMEC - 379 DRK BRN 
435 & 379 CLEAR).

13. THE CONTRACTOR SHALL PROVIDE AND INSTALL THE CONDUIT RUNS FROM THE SRP 
POWER SOURCE POD TO THE METER PEDESTAL.  SRP WILL INSTAL THE SERVICE WIRE 
FROM THE SRP POWER SUPPLY (POD) TO THE METER PEDESTAL. 

14. THE CONTRACTOR SHALL CONTACT SRP AT (602) 236-6326 A MINIMUM OF THREE WEEKS 
PRIOR TO CONSTRUCTION FOR POWER SOURCE POINT OF DELIVERY (POD) LOCATION 
AND INSTALLATION REQUIREMENTS.

15. ALL CONDUIT SHALL BE SCHEDULE 40 P.V.C.

16. INSTALLATION OF ALL CONDUIT, PULL BOXES, TRAFFIC SIGNAL INTERCONNECT, 
CONDUCTORS, DETECTOR LOOPS, AND DETECTOR LOOP STUB-OUTS SHALL BE DONE IN 
ACCORDANCE WITH THE TOG STANDARD DETAILS 94 THROUGH 104. 

17. ALL CONDUIT RUNS UNDER EXISTING PAVEMENT AND DRIVEWAYS SHALL BE INSTALLED 
BY DIRECTIONAL BORING, UNLESS PRIOR APPROVAL IS OBTAINED FROM TOWN OF 
GILBERT.

18. THE CONTRACTOR SHALL CONTACT TOG TRAFFIC OPERATIONS AT (480) 503-6910 TO 
COORDINATE THE EMERGENCY PRE-EMPTION DETECTOR LINE OF SITE. EMERGENCY 
PRE-EMPTION SHALL BE 4-CHANNEL STROBECOM II MANUFACTURED BY TOMAR CORP. 
OR APPROVED EQUAL. TERMINATIONS SHALL BE DONE IN ACCORDANCE WITH TOG 
STANDARD DETAIL 108.

19. THE CONTRACTOR SHALL PROVIDE AND INSTALL THE RADIO INTERCONNECT SYSTEM IN 
ACCORDANCE WITH SPECIAL PROVISIONS AND PROJECT PLANS. SPREAD SPECTRUM 
RADIO ANTENNAS SHALL BE MOUNTED IN ACCORDANCE WITH TOG STANDARD DETAIL 
107. PRIOR TO INSTALLATION OF THE ANTENNAS, THE CONTRACTOR SHALL CONTACT 
TOG TRAFFIC OPERATIONS AT (480) 503-6910 FOR PART NUMBERS OF RADIO 
INTERCONNECT SYSTEM AND TO COORDINATE INSTALLATION. 

20. THE CONTRACTOR SHALL SUPPLY AND INSTALL VIDEO DETECTION SYSTEM IN 
ACCORDANCE WITH THE SPECIAL PROVISIONS AND PROJECT PLANS.  THE MATERIALS 
AND CONSTRUCTION SHALL COMPLY WITH TOG STANDARD DETAIL 114 AND TOG 
STANDARD SPECIFICATIONS FOR VIDEO DETECTION.  THE CONTRACTOR SHALL VERIFY 
MOUNTING LOCATIONS WITH TOWN OF GILBERT PRIOR TO INSTALLATION.

21. THE CONTRACTOR SHALL PROVIDE RUGGEDCOM RS900G-H1-N-2LC25 SHELF-MOUNT 
UNIT OR APPROVED EQUAL FOR FUTURE USE. CONTACT TOG TRAFFIC OPERATIONS AT 
(480) 503-6910 FOR DETAILS.

22. THE SIGNAL CABINET SHALL BE INSTALLED SUCH THAT MAINTENANCE PERSONNEL 
FACING THE DOOR OF THE CABINET SHALL BE ABLE TO VIEW THE INTERSECTION.

23. THE CONTRACTOR SHALL INSTALL NEW ADA PEDESTRIAN PUSH BUTTONS (PPB) IN 
COMPLIANCE WITH ADOT STANDARD T.S. 11-1.  THE PPB SHALL BE MOUNTED IN 
ACCORDANCE WITH ADOT T.S. 4-21, EXCEPT THE CENTER OF THE PUSH BUTTON SHALL 
BE A MAXIMUM OF 42" ABOVE THE FINISHED SIDEWALK.

24. THE CONTRACTOR SHALL PROVIDE AND INSTALL CCTV  SYSTEM IN ACCORDANCE WITH 
SPECIAL PROVISIONS AND PROJECT PLANS. CCTV CAMERAS SHALL BE MOUNTED IN 
ACCORDANCE WITH TOG STANDARD DETAIL 106. PRIOR TO INSTALLATION OF THE CCTV 
SYSTEMS, THE CONTRACTOR SHALL CONTACT TOG TRAFFIC OPERATIONS AT (480) 
503-6910 TO COORDINATE INSTALLATION. THE CCTV SYSTEM SHALL INCLUDE 
PRESSURIZED SPECTRA IV SERIES CAMERA MANUFACTURED BY PELCO  CORP. OR 
APPROVED EQUAL AND PELCONET NET300T ENCODER & NET 300R DECODER 
MANUFACTURED BY PELCO  CORP. OR APPROVED EQUAL.

TRAFFIC ENGINEERING SIGNAL PLAN GENERAL NOTES 

THE FOLLOWING NOTES SHALL BE INCLUDED ON ALL TRAFFIC SIGNAL PLANS SUBMITTED TO 
THE TOWN OF GILBERT:

1. ALL MATERIALS AND INSTALLATION SHALL CONFORM TO THE TOWN OF GILBERT (TOG) 
STANDARDS AND DETAILS, THE 2008 ARIZONA DEPARTMENT OF TRANSPORTATION 
(ADOT) "STANDARD SPECIFICATIONS FOR ROAD AND BRIDGE CONSTRUCTION", THE 2010 
ADOT "TRAFFIC SIGNALS & LIGHTING STANDARD DRAWINGS", THE 2009 MANUAL ON 
UNIFORM TRAFFIC CONTROL DEVICES (MUTCD), THE CURRENT MAG SPECIFICATIONS 
AND DETAILS, THE SPECIAL PROVISIONS, AND THESE PLANS.

2. THE UTILITIES DEPICTED HEREON ARE BASED UPON THE BEST AVAILABLE INFORMATION 
AT THE TIME OF THE FIELD SURVEY. THE CONTRACTOR SHALL CONTACT BLUE STAKE 
AT (602) 263-1100 A MINIMUM OF 48 HOURS PRIOR TO ANY CONSTRUCTION AND 
FIELD-VERIFY EXACT LOCATIONS OF ALL UTILITIES. IF DISCREPANCIES EXIST, 
CONTRACTOR SHALL NOTIFY ENGINEER IMMEDIATELY. SEE COVER SHEET FOR UTILITY 
CONTACTS.

3. PRIOR TO CONSTRUCTION, THE CONTRACTOR SHALL POTHOLE FOR UTILITIES. PRIOR 
TO INSTALLATION OF CONDUIT, THE CONTRACTOR SHALL POTHOLE FOR UTILITIES 
WHERE CONDUIT INSTALLATION SHALL CROSS EXISTING FACILITIES.

4. THE CONTRACTOR SHALL MAINTAIN AT LEAST 2 FT. CLEARANCE FROM RWCD UTILITY 
LINES, 4 FT. FROM DRAINAGE "V" DITCHES, AND AT LEAST 1 FT. CLEARANCE FROM ALL 
OTHER UTILITIES.

5. THE CONTRACTOR SHALL REPLACE ALL LANDSCAPING AND IRRIGATION FACILITIES 
THAT MAY BE DISTURBED OR DAMAGED DURING TRAFFIC SIGNAL CONSTRUCTION AT 
HIS OWN EXPENSE.  CONTACT THE TOWN OF GILBERT STREET DEPARTMENT AT (480) 
503-6400 FOR INFORMATION ON LOCATIONS OF IRRIGATION EQUIPMENT.

6. TOPS OF POLE FOUNDATIONS SHALL BE AT SAME ELEVATION AS THAT OF ADJACENT 
SIDEWALK OR FLUSH WITH THE SIDEWALK. CONCRETE POLE APRONS SHALL BE 
INSTALLED AROUND POLE BASES PER TOWN OF GILBERT (TOG) DETAIL 103. IF NO 
SIDEWALK IS PRESENT, THE ELEVATIONS SHALL MATCH TOP OF ADJACENT CURB.

7. APPROXIMATE STATION AND OFFSET ARE SHOWN IN THE PULL BOX SCHEDULE. THE 
CONTRACTOR SHALL CONTACT TOG TRAFFIC OPERATIONS AT (480) 503-6910 TO 
COORDINATE LOCATION OF THE TRAFFIC SIGNAL PULL BOXES.

8. WHERE THE EXISTING PULL BOX IS TO BE REMOVED AND REPLACED WITH A NEW PULL 
BOX OR SPLICE VAULT, THE CONTRACTOR SHALL ADJUST THE EXISTING CONDUIT 
SWEEPS TO ENTER THE NEW PULL BOX OR SPLICE VAULT INSTALLATION PER TOG 
STANDARD DETAILS 94, 95 AND 102.

9. THE TOWN OF GILBERT WILL SUPPLY A COMPLETE CONTROLLER & CABINET ASSEMBLY, 
SIGNAL POLES, SIGNAL & LUMINAIRE MAST ARMS, LED SIGNAL & PEDESTRIAN HEADS, 
ADA PEDESTRIAN PUSH BUTTONS AND ANCHOR BOLTS. CONTRACTOR SHALL SUPPLY 
LUMINAIRE HEADS, PRE-EMPTION EQUIPMENT, WIRE AND METER PEDESTAL AS WELL AS 
ALL OTHER EQUIPMENT, MATERIALS AND LABOR REQUIRED BY THE PROJECT.

10. THE CONTRACTOR SHALL PROVIDE AND INSTALL LUMINAIRES. LUMINAIRES SHALL BE GE 
M250A2 POWER/DOOR WITH 250 WATT LAMPS OR APPROVED EQUAL. ALL LUMINAIRES 
WILL HAVE SHORTING CAPS INSTALLED.

11. INTERNALLY ILLUMINATED STREET NAME SIGNS (I.S.N.S.) SHALL BE PROVIDED AND 
INSTALLED BY THE CONTRACTOR. INDIVIDUAL INLINE FUSE HOLDER, PART NUMBERS 
WPBI - (RUBBER BOOT) AND HEB - (AA BUSS FUSE HOLDERS) SHALL BE INSTALLED FOR 
BOTH I.S.N.S. AND LUMINAIRES IN THE PULL BOX AT THE BASE OF EACH POLE.

12. THE CONTRACTOR SHALL PAINT POLES, MAST ARMS, AND LUMINAIRES  BROWN PER 
THE CURRENT TOG STANDARD DETAILS AND SPECIFICATIONS (TNEMEC - 379 DRK BRN 
435 & 379 CLEAR).

13. THE CONTRACTOR SHALL PROVIDE AND INSTALL THE CONDUIT RUNS FROM THE SRP 
POWER SOURCE POD TO THE METER PEDESTAL.  SRP WILL INSTAL THE SERVICE WIRE 
FROM THE SRP POWER SUPPLY (POD) TO THE METER PEDESTAL. 

14. THE CONTRACTOR SHALL CONTACT SRP AT (602) 236-6326 A MINIMUM OF THREE WEEKS 
PRIOR TO CONSTRUCTION FOR POWER SOURCE POINT OF DELIVERY (POD) LOCATION 
AND INSTALLATION REQUIREMENTS.

15. ALL CONDUIT SHALL BE SCHEDULE 40 P.V.C.

16. INSTALLATION OF ALL CONDUIT, PULL BOXES, TRAFFIC SIGNAL INTERCONNECT, 
CONDUCTORS, DETECTOR LOOPS, AND DETECTOR LOOP STUB-OUTS SHALL BE DONE IN 
ACCORDANCE WITH THE TOG STANDARD DETAILS 94 THROUGH 104. 

17. ALL CONDUIT RUNS UNDER EXISTING PAVEMENT AND DRIVEWAYS SHALL BE INSTALLED 
BY DIRECTIONAL BORING, UNLESS PRIOR APPROVAL IS OBTAINED FROM TOWN OF 
GILBERT.

18. THE CONTRACTOR SHALL CONTACT TOG TRAFFIC OPERATIONS AT (480) 503-6910 TO 
COORDINATE THE EMERGENCY PRE-EMPTION DETECTOR LINE OF SITE. EMERGENCY 
PRE-EMPTION SHALL BE 4-CHANNEL STROBECOM II MANUFACTURED BY TOMAR CORP. 
OR APPROVED EQUAL. TERMINATIONS SHALL BE DONE IN ACCORDANCE WITH TOG 
STANDARD DETAIL 108.

19. THE CONTRACTOR SHALL PROVIDE AND INSTALL THE RADIO INTERCONNECT SYSTEM IN 
ACCORDANCE WITH SPECIAL PROVISIONS AND PROJECT PLANS. SPREAD SPECTRUM 
RADIO ANTENNAS SHALL BE MOUNTED IN ACCORDANCE WITH TOG STANDARD DETAIL 
107. PRIOR TO INSTALLATION OF THE ANTENNAS, THE CONTRACTOR SHALL CONTACT 
TOG TRAFFIC OPERATIONS AT (480) 503-6910 FOR PART NUMBERS OF RADIO 
INTERCONNECT SYSTEM AND TO COORDINATE INSTALLATION. 

20. THE CONTRACTOR SHALL SUPPLY AND INSTALL VIDEO DETECTION SYSTEM IN 
ACCORDANCE WITH THE SPECIAL PROVISIONS AND PROJECT PLANS.  THE MATERIALS 
AND CONSTRUCTION SHALL COMPLY WITH TOG STANDARD DETAIL 114 AND TOG 
STANDARD SPECIFICATIONS FOR VIDEO DETECTION.  THE CONTRACTOR SHALL VERIFY 
MOUNTING LOCATIONS WITH TOWN OF GILBERT PRIOR TO INSTALLATION.

21. THE CONTRACTOR SHALL PROVIDE RUGGEDCOM RS900G-H1-N-2LC25 SHELF-MOUNT 
UNIT OR APPROVED EQUAL FOR FUTURE USE. CONTACT TOG TRAFFIC OPERATIONS AT 
(480) 503-6910 FOR DETAILS.

22. THE SIGNAL CABINET SHALL BE INSTALLED SUCH THAT MAINTENANCE PERSONNEL 
FACING THE DOOR OF THE CABINET SHALL BE ABLE TO VIEW THE INTERSECTION.

23. THE CONTRACTOR SHALL INSTALL NEW ADA PEDESTRIAN PUSH BUTTONS (PPB) IN 
COMPLIANCE WITH ADOT STANDARD T.S. 11-1.  THE PPB SHALL BE MOUNTED IN 
ACCORDANCE WITH ADOT T.S. 4-21, EXCEPT THE CENTER OF THE PUSH BUTTON SHALL 
BE A MAXIMUM OF 42" ABOVE THE FINISHED SIDEWALK.

24. THE CONTRACTOR SHALL PROVIDE AND INSTALL CCTV  SYSTEM IN ACCORDANCE WITH 
SPECIAL PROVISIONS AND PROJECT PLANS. CCTV CAMERAS SHALL BE MOUNTED IN 
ACCORDANCE WITH TOG STANDARD DETAIL 106. PRIOR TO INSTALLATION OF THE CCTV 
SYSTEMS, THE CONTRACTOR SHALL CONTACT TOG TRAFFIC OPERATIONS AT (480) 
503-6910 TO COORDINATE INSTALLATION. THE CCTV SYSTEM SHALL INCLUDE 
PRESSURIZED SPECTRA IV SERIES CAMERA MANUFACTURED BY PELCO  CORP. OR 
APPROVED EQUAL AND PELCONET NET300T ENCODER & NET 300R DECODER 
MANUFACTURED BY PELCO  CORP. OR APPROVED EQUAL.
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RAISED MEDIAN SIGNING

24 X 30

18 X 18
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TYPE 1 OBJECT MARKER SHALL BE A

BLACK OPAQUE BACKGROUND WITH

4"x4" YELLOW PRISMATIC REFLECTORS.
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